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GEORGE H. WILKINS Co, 10 n. wacker Drive. - CHICAGO, ILL. 


Wilkins Improved Lead Joint Runner 


The Blue Asbestos strand appearing as a spiral dotted line around 
the DOUBLE WEAR ROPE is the registered Trade Mark of Wilkins 
quality. Long fibre solid core. Two braided jackets of high grade 
yarn. High heat resistance and tensile strength. The Wilkins Lead 
Joint Runners are so constructed that the clamp which holds the 
rope on the pipe is provided with a pouring funnel (patented) which 
receives the moulten metal and / : 
delivers it to the joint exactly where 5 
it is wanted and without waste. 


The smaller. sizes (shown in Fig. 
1) have clamps of wrought steel. 
-- The clamp fingers are closed upon 

the rope by means of a powerful but elastic spring, making the 
operation very rapid. The larger sizes (shown in Fig. 2) requiring 
a much heavier rope, are provided with a Malleable Iron Clamp 
and the rope is clamped by means of steel multiple thread screws. 


_ List Prices 
No. !—For pipe 2 to 4 inches, weight 1814 ounces, each. . .$2.30 


Fig. 1 


No. 2—For pipe 2 to 6 inches, weight 19 ounces, each..... 2.45 
No. 3—For pipe 6 to 10 inches, weight 214 pounds, each..... 4.70. —_ 
No. 4—For pipe 10 to 14 inches, weight 3 pounds, each...... 6.20 Fig. 2 
The Peerless Strap Wrench Wilkins Improved Gauge 
For Nickel Pipe Glass Cutter _ 


PaTENTED JUNE 27, 100¢. 
& 


Cutter is designed so that the 
pressure against the cutting wheel 

-- is the same, regardless of -the 
length of the cut. Aslight pressure on the thumb 
latch locks cutter in position. The beam Is accu- 
rately graduated in eighths of aninch. Cutter 
wheels are ground sharp and tested. The tool is 


Wrench is made from Steel Drop Forging and 
a patented cam locks the strap securely in any 
position. The strap is double woven. The strap 
is attached to the wrench by a single screw which | 
permits of the strap being reversed when it be- 


comes worn, thus giving double wear. nickel plated. Handle has hard rubber finish. 

The wrench will not crush the thinnest tube Packed one in a box with one extra cutter wheel. 
and it is impossible for it to slip when properly | Price, each 
adjusted. No.1 —Cutsto 8-in. Igths., wt. 6 0oz.$2.00 


No. 1—For 2-1 Pi Weight, No. 114—Cuts to 12-in. lgths., wt. 7/4 oz. 6.50 
346 sunces Pan hee one Unser Wee) No.2 —Cuts to 1B-in. Igthe., wt. 10. oz. 7.00 
N ; No. 3 —Cuts to 24-in. lgths., wt. 1114 0z. 8.00 
o. 2—For 3-inch Pipe and under, Weight, No 4 —Cuts to 30-in. Igths., wt. 1344 0z. 8.50 


2416 ounces, Price, each............---. $2.50 No. 5—Cuts to 60 centimeters (Metric 
Packed one in paper box. graduation) weight I1}4oz............ 10 


Chicago Gauge Glass Cutter 


A well made cutter of a standard pattern. It is nickel 
plated, the cutter wheels are ground and tested. Packed one 
in a paper carton. 


No. 1-C—Weight 31% oz., each.......6 0... e eee ee $ 0.60 
No. 1-C—Weight 42 ounces, per dozen.............. 6.00 
No. 1|-C—Weight 32 pounds, per gross.............- 60.00 
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